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of applications, including drug delivery, 
tissue engineering, self-assembly, and 
photonics. For example, the shape of 
hydrogel particles has been shown to 
affect particle–cell interactions[1–3] and 
the cross-sectional shape of microfibers 
changes the wicking properties of woven 
fabrics.[4] In addition, microobjects in 
nature often take on a nonequilibrium 
structure to exploit beneficial shape-
induced functionality, such as the bicon-
cave geometry of the red blood cell and 
the triangular cross-section of Saharan 
silver ant fibers.[5]

Existing techniques to fabricate microo-
bjects with 3D architectures have trade-
offs between throughput and shape 
selection. Conventional layer-by-layer 3D 
printing techniques based on fused depo-
sition modelling and stereolithography are 
resolution-limited, with minimum linear 
feature sizes of over 45 µm.[6] High-resolu-

tion 3D printing methods, such as two-photon polymerization, 
can produce feature sizes as low as 40 nm, but their low print 
speed makes them unfeasible for production at scale[7] and 
their small build volumes are unsuitable for fabricating high 
aspect ratio microobjects such as fibers. Top-down approaches 
to particle fabrication, such as PRINT[8] and SEAL,[9] are high 
throughput, but cannot produce 3D shapes beyond stacked 2D 
extrusions because they utilize polymeric molds of microfabri-
cated templates.

Microfluidic approaches to nonequilibrium particle and fiber 
synthesis also have a limited library of possible 3D geometries. 
Droplet-based approaches to nonspherical particle fabrication 
are restricted to creating particles with equilibrium surface 
features because the factors that determine the shape of the 
interface between immiscible fluids are surface tension domi-
nated.[10–14] While flow-lithography based particle fabrication, 
in which photocurable polymers are flowed through a microflu-
idic chip and polymerized by UV light passing through a photo-
mask, has shown to have excellent control of particle shape 
along a single 2D extrusion axis,[15–17] a similar level of shape 
control in the direction of flow is yet to be achieved.[18–20] In 
recent years, there have been efforts to improve the complexity 
of particles beyond 2D extruded shapes through techniques 
such as hydrodynamic flow shaping[21–23] and nonuniform flow 
lithography.[24,25] However, the mechanisms enabling these 
methods, or inertial focusing and nonuniform UV light inten-
sity, are not precise and are difficult to control, limiting particle 
shape design freedom.

3D structures with complex geometric features at the microscale, such as 
microparticles and microfibers, have promising applications in biomedical 
engineering, self-assembly, and photonics. Fabrication of complex 3D micro-
shapes at scale poses a unique challenge; high-resolution methods such as 
two-photon-polymerization have print speeds too low for high-throughput 
production, while top-down approaches for bulk processing using microfab-
ricated template molds have limited control of microstructure geometries 
over multiple axes. Here, a method for microshape fabrication is presented 
that combines a thermally drawn transparent fiber template with a masked 
UV-photopolymerization approach to enable biaxial control of microshape 
fabrication. Using this approach, high-resolution production of complex 
microshapes not producible using alternative methods is demonstrated, such 
as octahedrons, dreidels, and axially asymmetric fibers, at throughputs as 
high as 825 structures/minute. Finally, the fiber template is functionalized 
with conductive electrodes to enable hierarchical subparticle localization 
using dielectrophoretic forces.

Optofluidic Microobject Fabrication

The 3D geometric shape of microscale objects has a signifi-
cant effect on their interactions with the surrounding environ-
ment. Nonspherical particles and fibers demonstrate unique 
properties and are being actively investigated for a wide array 
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Similarly, microfluidic methods of fiber synthesis rely on 
methods of shaping microfabricated channel cross-sections 
that greatly restrict the possible range of cross-sectional shapes. 
Existing methods of microfluidic fiber synthesis typically utilize 
capillary tubes,[26–29] which restrict fiber geometry to cylindrical 
shapes, or polydimethylsiloxane (PDMS) templates built from 
microfabricated molds,[30,31] which can only produce fiber cross-
sections with shapes that can be acid etched from silicon sub-
strates. Hydrodynamic approaches have expanded the range of 
producible hydrogel fiber cross-sections[32–34] with feature sizes 
at the sub-micrometer level,[35] but they are not suited for deter-
ministic cross-sectional shape design and lack precise control 
of fiber shape. Finally, because these techniques are fundamen-
tally based on extrusion, while compositional asymmetry has 
been demonstrated in fibers along the fiber axis,[27,31] geometric 
asymmetry along the fiber axis is not easily realizable.

Here, we present a high-throughput and versatile approach 
to the fabrication of scalable microobjects that significantly 
broadens the library of manufacturable geometries. Our 
method is enabled by the thermal drawing process, which uses 
dimensional reduction to create a uniaxial template with arbi-
trary cross-sectional features and micrometer resolution.[36–39] 
Using these hollow fiber templates, we demonstrate biaxial con-
trol of the geometries of photopolymerizable hydrogel micro-
particles, allowing for the logical design and high-throughput 
synthesis of complex shapes, such as octahedrons and square 
pyramids. Exposing large areas of the hollow fiber templates 
to UV light enables microfibers with complex cross-sections 
and axially asymmetric geometries to be realized. In addition, 
functionalization of the interior channel walls with conduc-
tive materials enables external fields to be produced within the 

prepolymer flow, allowing for tailored electrokinetic manipula-
tion of subparticles within the hydrogel.

Hollow fiber templates are fabricated using the thermal 
drawing process, in which an up-scaled version of fiber, called 
a preform, is heated and drawn into fiber while maintaining 
its cross-sectional geometry (Figure 1a). Complex channel 
geometries are introduced into the preform via molding of 
a thermoplastic cladding material around a rigid insert in the 
shape of the desired channel. Following the molding step, the 
insert is removed and the preform is drawn into the hollow fiber 
templates. Because the thermal drawing process utilizes dimen-
sional reduction to achieve sub-millimeter channel sizes, several 
hundred meters of fiber can be drawn from a single 15 cm 
preform. This method allows for the fabrication of a hollow 
channel of any cross-sectional shape, with previous studies 
demonstrating feature resolution at the micrometer scale.[36]

A wide range of microobjects can be fabricated using the 
hollow fiber template with various methods of UV-exposure; 
exposure through a shaped photomask allows for the creation 
of any microparticle that can be formed by the intersection of 
two prisms, while large area exposure leads to the formation 
of hydrogel microfibers with arbitrary cross-section (Figure 1b).

A critical aspect of the hollow fiber templates are the phys-
ical properties of the cladding material. We chose cyclic olefin 
copolymer (COC) as the cladding material for the hollow fiber 
templates because it had the best combination of high UV trans-
mission and low surface energy. Additional details about the 
materials selection can be found in the Supporting Information.

High-throughput complex particle fabrication using hollow 
fiber templates is enabled by three principle components: 
1) a hollow fiber template, 2) a photomasked UV beam, and 
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Figure 1. Hollow fiber template microobject fabrication. a) A preform is heated within a furnace (red) and drawn into a fiber. The portion of preform 
is heated to above its glass transition temperature within the furnace and subjected to a high tensile force in the axial direction, resulting in axial 
lengthening and transverse dimensional reduction without changing cross-sectional geometry. The preform is mounted to a downfeed to ensure zero 
net volume flow through the furnace. Inset: A micrograph of a drawn diamond shaped preform. b) After drawing, a solution of monomer and photoini-
tiator is introduced to a section of the fiber. Based on the method of pulsed UV exposure, it is possible to fabricate complex 3D particles (UV exposure 
through a photomask) and high aspect ratio hydrogel fibers (large area UV exposure). All scale bars represent 100 µm.
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3) a digital compressed-air source. We flowed a monomer solu-
tion of polyethylene glycol diacrylate (PEG-DA) with photoini-
tiator (2-hydroxy-2-methylpropiophenone), porogen (PEG), and 
buffer (1×Tris-Ethylenediaminetetraacetic acid (EDTA)) through 
the hollow fiber template and positioned the flow perpendic-
ular to the photomasked UV beam. A detailed description of 
the rationale behind choosing this microobject material can be 
found in the Supporting Information. When the UV beam is 
switched on (100–200 ms), only the exposed prepolymer resin 
is cross-linked into a hydrogel, resulting in a 3D complex par-
ticle with biaxial geometric control. We utilized a stop-flow-
lithography (SFL) setup, as described in earlier works,[40] in 
which a compressed air source is connected to a digital 3-way 
valve to allow for automated flow stopping, polymerization, and 
restarting of flow. Using this setup, we were able to fabricate 
particles with diameters as small as 50 µm and at speeds for 
as high as 825 particles min−1 for a single fiber template with 
a mask that produces 11 particles per exposure (Video S1, Sup-
porting Information).

We utilize our hollow fiber templating technique to fabricate, 
to our knowledge, the first reported nonequilibrium octahedron-
shaped microparticle. The octahedron particle was fabricated by 
using rhombus-shaped channels and photomasks (Figure 2a) 
with a maximum end-to-end dimension of 100 µm. We con-
firmed the octahedral shape of the particle using optical micro-
scopy, scanning electron microscopy (SEM) images of air-dried 
particles (Figure 2b), as well as confocal microscopy of fluores-
cently dyed particles in water (Figure 2c).

We utilized the hollow fiber templating to fabricate eight 
designed particle shapes that have not been reported in litera-
ture, including simple geometries such as square pyramids 
and more complex shapes, like the dreidel, that incorporate 
both round and sharp edges (Figure 3a). The maximum end-
to-end dimension of each of the eight fabricated particles was 
designed to be 100 µm. However, our method allows for min-
imum free-standing feature thicknesses of as low as 20 µm, as 
shown in the lip of the picnic table particle and the trusses of 
the bridge particle. The ability to fabricate complex hydrogel 
microcomponents with increased degrees of freedom and 
precision enables the deterministic design of practical par-
ticle systems for tailored applications. We demonstrate this by 

fabricating a socket-like connector for the dumbbell particle 
that creates a ball and socket joint system when the corre-
sponding shapes are mixed and agitated within the same con-
tainer until the dumbbell can randomly connect to the socket 
(Figure 3b).

Using a large area UV collimated light source, the entire 
volume of prepolymer solution within the fiber can be polym-
erized to form a hydrogel fiber. Much like existing hydrogel 
fabrication methods, hydrogel fiber fabrication in literature 
is geometrically limited by commercially available capillary 
tube shapes[26,28] and what can be microfabricated into PDMS 
chips.[27,30] By contrast, the thermally drawn fiber template 
allows for complete design freedom in the cross-sectional 
shape. Furthermore, many existing methods for hydrogel fiber 
fabrication involve gelation of a resin through interaction with 
a divalent cation solution.[28,30] These methods are unsuitable 
for high resolution production hydrogel fibers with complex 
shapes because the two-phase interface between the resin and 
the divalent cation solution leads to rounded edges due to sur-
face tension minimization. The polymerization of the hydrogel 
is a fabrication method that occurs while the prepolymer 
solution resides inside the template, resulting in high precision 
fabrication of hydrogels with arbitrary cross-section.

We constructed 3D complex microfibers by removing 
the photomask and shining UV light over a larger fiber area 
using an in-house contact lithography setup with a 25 mm UV 
LED.[41] The hollow fiber template was filled with resin with 
the same composition as used for the hydrogel particles and a 
25 mm section of the template was polymerized using the UV 
light. Figure 4a shows fibers made in diamond shaped, cross 
shaped, and dumbbell shaped hollow fiber templates, with the 
cross-section of the fibers shown in the figure insets.

By using high aspect ratio photomasks with identical tip 
geometries, we were also able to fabricate fibers that, in con-
trast to typical extrusion methods, demonstrate axial asym-
metry. This is possible because the high aspect ratio of hollow 
fiber template is able to guide a polymerized particle predict-
ably along the flow path. Thus, the high aspect ratio particle can 
be exposed, translated, and exposed again to create hydrogel 
fibers with a repeating axial pattern (Figure 4b). Using this 
technique, we fabricated a hydrogel fiber with alternating lobed 
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Figure 2. Complex 3D microparticle characterization. a) The final shape of a 3D microparticle is determined by the intersection shape between the 
channel geometry and UV exposure photomask. For example, a mask shape and channel shape comprised of rhombuses with 70.5° acute angles 
will intersect to create an octahedron. b) Optical image of a cluster of octahedron particles (scale bar 100 µm) with (inset) an SEM image of a single 
octahedron particle (scale bar 30 µm). c) (Top) Confocal microscopy slices of a single octahedron shaped particle (scale bar 50 µm) with (bottom) 
corresponding slices of an octahedron shaped particle rendered using CAD software.
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branches by utilizing a dumbbell shaped channel with a lobed 
high-aspect ratio mask (Figure 4c).

In addition to the fabrication of hollow fiber templates 
with arbitrary cross-section, the thermal fiber drawing tech-
nique also enables integration of functional materials onto 
the channel surface. By codrawing a conductive polymer and 
cofeeding metal wires into the preform during the draw, it is 

possible to create arbitrarily placed conductive surfaces on the 
channel surface with low axial resistivity. Thus, highly tailorable 
external fields can be created within the hollow fiber template.

Here, we designed a hollow fiber template that is capable 
of spatially localizing microparticles randomly suspended in 
the prepolymer solution using dielectrophoretic (DEP) forces. 
DEP is an electrokinetic force induced on dielectric particles 
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Figure 4. Microfiber fabrication. a) Continuous UV exposure of the hollow fiber template forms hydrogel fibers. We fabricated fibers with diamond, 
dumbbell, and cross shaped cross-sections (scale bar 300 µm, inset shows fiber cross-section with 50 µm scale bar). b) Exposure, translation, and 
exposure of high-aspect ratio masks can create axially asymmetric hydrogel fibers. c) A hydrogel fiber with alternating branched lobes was fabricated. 
(Top inset) Optical image of the lobe in which UV exposure was overlapped to connect two high-aspect ratio particles. (Bottom inset) Side view of the 
axially asymmetric fiber showing 3D geometric complexity. Scale bars represent 100 µm.

Figure 3. 3D microparticle design and fabrication. a) Eight types of particles designed and fabricated using the hollow fiber template from left to right: 
octahedron, square pyramid, picture frame, picnic table, dumbbell, bridge, ring, and dreidel. The grid displays, from top to bottom: the channel design, 
an image of the actual channel cross-section (scale bar 50 µm), mask shape, predicted particle shape, actual optical image of the particle (scale bar 
50 µm), and an alternate angle of the actual particle (scale bar 50 µm). b) Design of multiparticle systems: a ball-and-socket connector for the dumbbell 
particle is designed and fabricated with good agreement between predicted and actual geometries (scale bars 100 µm).
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by nonuniform electric fields. For a homogeneous sphere of 
radius a and complex permittivity p

*ε  suspended in a media 
with complex permittivity m

*ε , the time-averaged DEP force is
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∇  term. If the 
C–M factor is positive, the particles will migrate in the direction 
of increasing electric field gradient, or pDEP, and if it is nega-
tive, it will move in the opposite direction, called nDEP.

We designed a U-shaped channel within a COC cladding 
with its long vertical walls comprised of electrically conductive 
polyethylene (CPE). This preform design was then cofed with 
50 µm copper wires to minimize its axial resistivity. The mag-
nitude and direction of | |rms

2E


∇  for our channel geometry were 
numerically simulated with an input voltage of 25 V and can 
be found in Figure 5a. The unique shape and electrode place-
ment of the hollow fiber template creates DEP forces that will 
focus pDEP-feeling particles toward the interior corners of the 
channel, while nDEP particles will be focused to the channel 
corners located on the interior of the upper wall. We tested a 
10 cm length of our DEP hollow fiber template by localizing 
2 µm fluorescent polystyrene (PS) beads to the nDEP focusing 

positions. Because PS beads are well-known to exhibit nDEP 
behavior with a 10 MHz applied field in media with low 
electrical conductivity, the monomer solution was adjusted 
to contain only PEG-DA monomer, PEG, and 2-hydroxy-
2-methylpropiophenone photoiniator.

In the absence of an electric field, the PS beads are dis-
tributed randomly throughout the hollow fiber template, and 
polymerization of hydrogel particles would not result in any 
bead localization. When a 50 V AC voltage is applied to the 
fiber at 10 MHz, the PS beads localize to the nDEP focusing 
positions predicted by the simulation (Figure 5b). At the poly-
merization step, we utilized a dumbbell shaped photomask that 
would result in a final particle shaped like two parallel pillars 
joined at the bottom by a rectangular connector with micro-
beads localized at the top interior corners (Figure 5c). The final 
fabricated particles were observed at multiple angles using a 
fluorescent microscope, and both their geometry and subpar-
ticle localization positions corresponded well to our predictions 
(Figure 5d). In addition, large area UV exposure enabled the 
fabrication of hydrogel fibers with localization of subparticles 
along the transverse axes (Figure 5e). It should be noted that 
some particles far from the particle focusing positions are not 
focused at the fiber outlet. This is due to the low DEP force 
at specific positions along the fiber cross-section relative to the 
rest of the channel. However, full particle migration can theo-
retically be achieved by either increasing the magnitude of the 
applied voltage or increasing the length of the fiber template to 
increase residence time.

Small 2018, 1803585

Figure 5. Subparticle localization using DEP. a) A schematic of the designed fiber cross-section (top) along with an optical image of the cross-section 
of a drawn fiber (bottom left) (scale bar 100 µm). A numerically simulated graph of the magnitude and direction of log(∇|E|2) when a voltage differential 
of 25 V is applied to the electrodes (bottom right). Focusing positions for pDEP (red) and nDEP (green) guided particles are indicated with circles. 
b) Under no applied voltage, 2 µm PS particles within the DEP fiber are randomly distributed (left). Under 50 V at 10 MHz, particles focus to their 
nDEP focusing positions (right). Scale bars represent 50 µm. c) A dumbbell shaped masked was used to create a connected dual-pillared structure 
with subparticles (green) predicted to migrate to the interior edge of the pillars. d) Images of fabricated particles were taken under bright field and 
fluorescent light, demonstrating good agreement between predicted and actual microparticle geometry and fluorescent sub-particle (white) position 
(scale bar 50 µm). e) Hydrogel fibers showing subparticle localization along a side view (left) and top-down view (right). Scale bars represent 100 µm. 
Inset scale bars represent 30 µm.
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We present here a method for fabricating complex 3D 
hydrogel particles and fibers with feature sizes as small as 
20 µm enabled by thermally drawn hollow fiber templates. In 
contrast to traditional microfabrication techniques, the hollow 
fiber templates can be structured with arbitrary cross-sectional 
shapes, allowing for biaxial control of microparticle and micro-
fiber geometries. We are able to achieve improved geometric 
control because the factors determining the shape of each 
microobject (i.e., the channel structure and the photomask) 
were not affected by surface tension or flow-induced phe-
nomena. These capabilities significantly expand the available 
range of producible microparticles and microfibers, such as 
the octahedrons, dreidels, diamond-shaped fibers, and axially 
asymmetric fibers we have demonstrated here. In addition, 
we utilized multimaterial fibers to produce tailored external 
fields within the hollow fiber template itself, allowing for sub-
particle localization within individual hydrogel particles using 
dielectrophoretic forces.

We would like to emphasize here that there exist several 
studies that utilize cross-sectional flow shaping and flow lithog-
raphy to create complex 3D hydrogel particles[21–23,42] whose 
range of fabricable particle shapes is a subset of those included 
in our method. These approaches utilize hydrodynamic flow 
shaping of transient liquid molds, so fabricable particles 
have geometries limited to what can be realized through flow 
shaping, low throughput rates (12 particles min−1), and lim-
ited flexibility in prepolymer composition. By contrast, our 
approach offers full design control of flow shaping in the flow 
direction, allowing for the synthesis of a much broader range 
of tailored particle shapes. In addition, we demonstrate order 
of magnitude improvement in fabrication throughput. Our 
approach also provides flexibility in prepolymer composition, 
which is critical in tailoring hydrogel pore size for functional 
applications such as DNA and RNA bioassays.[43]

While the minimum achievable feature size producible 
within a thermally drawn fiber has been shown to be as low 
as 600 nm[36] with no theoretical limitation to its overall geom-
etry, limitations in the precision and resolution of our hydrogel 
microobject fabrication process prevent some conceivable struc-
tures from being readily realizable. First, although our materials 
selection process sought to reduce particle adhesion to the tem-
plate surface by minimizing the surface energy of the cladding 
material, we found poor resolution of polymerized microshapes 
along sharp channel features on the scale of 20 µm and below. 
This indicates the possible presence of a thin inhibition layer 
at the polymer/fiber interface that does not polymerize during 
UV exposure, leading to reduced particle adhesion at the 
expense of geometric resolution. Previous studies of micro-
fluidic particle fabrication in PDMS chips suggest that oxygen 
diffusion through porous PDMS walls leads to the presence of 
a thin, uncross-linked boundary layer at the PDMS/polymer 
interface with a thickness on the order of the oxygen penetra-
tion distance from the walls.[44] However, the oxygen perme-
ability of our COC cladding is four orders of magnitude lower 
than that of PDMS, so it is unlikely that the same phenom-
enon is creating this inhibition layer. Thus, further studies on 
the mechanisms of particle formation within the hollow fiber 
template are needed to improve template resolution beyond 
the current threshold. An additional limitation is that the fiber 

channel cross-section is axially symmetric and not dynamically 
changeable. That is, for every designed particle geometry, a new 
fiber must be fabricated. While this is not an issue when fab-
ricating many particles of the same type and composition, cre-
ating fabrication devices with multiplexed components to create 
more compositionally complex microobjects would require 
external components (such as 3D printed chips) to link them 
together. We expect that this method of hydrogel microobject 
fabrication will have broad applications in next-generation bio-
materials, such as self-assembled hydrogel particle scaffolds for 
tissue engineering or bone regeneration or hydrogel fibers that 
act as nerve scaffolds with microscale geometric features to aid 
in nerve cell alignment. The ability to subject the unpolymer-
ized prepolymer solution to long-range external fields intro-
duces additional functionality. For example, uniquely shaped 
particles with localized beads or magnetic particles could 
exhibit unique anisotropic mechanical properties or be effec-
tive anticounterfeit tools, while dielectrophoretic forces could 
be used to organize live cells within hydrogel fiber scaffolds to 
optimize their growth efficiency. In addition, an array of func-
tional materials, such as piezoelectric materials, are compatible 
with the thermal drawing process, and could be used to induce 
alternative methods of particle migration, such as acoustopho-
resis. Ultimately, we demonstrate here a method that vastly 
expands the library of fabricable particles at high throughput, 
paving the way for a new generation of functional microobjects.

Experimental Section
Hollow Channel Fiber Fabrication: Aluminum rod template inserts with 

cross-sectional geometries similar to the desired channel shape were 
fabricated using wire electrical discharge machining. The aluminum rods 
were coated with a spray-on and heat-cured Teflon coating (Durafilm 
Teflon Black; applied by American Durafilm Co. Inc.).

Rectangular pockets were milled into two slabs of solid COC (TOPAS; 
grade 8007) such that the aluminum insert was completely enclosed 
within the preform. The excess void space between the aluminum 
template and the rectangular pockets was removed via annealing in a 
vacuum oven at 180 °C for 55 min. Following this consolidation step, 
the aluminum insert was removed to obtain the final preform.

The preforms were drawn into fibers using the thermal fiber drawing 
technique at 220 °C. The feed speed and draw down ratio were chosen 
such that channel size within the preform were reduced to the target 
dimensions. Fluidic connections were made to the fibers by inserting 
them into 0.004″ inner diameter PEEK tubing (IDEX Health and Science) 
and sealed with epoxy.

DEP Fiber Design and Fabrication: Simulation of the DEP force within 
a microfluidic channel with vertical wall electrode placement was 
performed using the electrostatics module in COMSOL. The shape 
and electrode placement along the channel were adjusted until particle 
equilibrium positions were localized to desired positions.

Slabs of COC, CPE, and Teflon were milled to shape, assembled, 
and consolidated in the same manner as above. Hollow channels that 
traversed the entire length of the preform were introduced in locations 
at which a channel or codrawn wire was to be placed.

Prior to the draw, the ends of a 50 µm copper wire spool were fed 
into fully traversing hollow channels within the preform. The spools were 
mounted atop a custom vertical spool holder that allowed the spool to 
unravel at low tension. The final preform assembly was then drawn in 
the manner as above.

3D Complex Microparticle Fabrication: Drawn fibers were interfaced 
by inserting the tip of the fiber into 0.004″ inner diameter PEEK tubing 
(IDEX Health and Science) and sealing with epoxy. The monomer 
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solution used in this work consisted of 31.5% (v/v) PEG-DA (molecular 
weight 700 g mol−1), 18% (v/v) PEG (molecular weight 200 g mol−1), 
4.5% (v/v) Darocur 1173 (2-hydroxy-2-methylpropiophenone), and 
1×Tris-EDTA buffer. Rhodamine B acrylate was added to the monomer 
solution at 5 µg mL−1 for the confocal experiments (Figure 2c), and 
2 µm polystyrene beads were added at a concentration of 5.68 × 108 
particles mL−1 (PolySciences), in the DEP study (Figure 5). Monomer 
solution was loaded into the tubing, and the tubing was connected to 
our in-house SFL setup as described previously.[17] Mylar photomasks 
(Fine Line Imaging) were designed in Autocad and placed in the field 
stop of the microscope (Zeiss Axio Observer A1). Compressed air was 
used to drive flow until the entire channel was filled with monomer 
solution. The flow was stopped, UV light was transmitted through the 
mask to polymerize a particle (exposure time between 100 and 200 ms), 
and the flow was restarted to flush the particle down the channel. This 
process was repeated using an automated Python script (Video S1, 
Supporting Information).

3D Complex Microfiber Fabrication: Drawn fibers were prepared as 
above and placed on top of our in-house contact lithography UV LED as 
described previously.[41] All components of the monomer solution were 
at the same concentration as above, and blue food coloring was added 
at 10% (v/v) to help visualize the stream. Monomer solution was loaded 
using a syringe until it filled the entire channel that was in contact with the 
UV LED. The syringe was manipulated until the flow stopped. UV light was 
transmitted through the drawn fiber template (exposure time between 1.5 
and 2.0 s) to polymerize a hydrogel microfiber. The hydrogel microfiber 
was flushed out of the drawn fiber template and the process was repeated.

Axially asymmetric fibers were produced using projection lithography 
with high aspect ratio photomasks. Flow was stopped, and UV light 
was transmitted through the photomask to produce a short microfiber 
(≈700 µm). Flow was introduced slowly to push the short microfiber to 
the end of the field of view. UV light was transmitted again, overlapping 
the short microfiber to increase the length of the microfiber by ≈700 µm. 
This process was repeated until the fiber was sufficiently long.

Supporting Information
Supporting Information is available from the Wiley Online Library or 
from the author.
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